




THE OG SERIES

THE GLO SERIES





Compact and Stylish Design

Rapid Installation and Commissioning

Dedicated Installer Support 

Solar and Battery Integration

Dynamic Home Energy Management 

Energy Tariff Integration

Installer Assistant App

OCPP Compatible

Tap to Charge Access Key (RFID)

Ultimate Smart Charging













Rated Power: 7kW

Rated Supply Voltage: 230V AC
Supply Frequency: 50Hz
Rated Current: 32A max. 
Standby Power 
Consumption:

3W

Integral Protection: 6mA DC Residual current protection. RDC-DD 
tripping characteristics in accordance with EN 
62955

Wireless Interface: 868MHz (Radio proprietary protocol)
WiFi Connectivity: 2.4GHz 802.11b/g/n connection up to 150 Mbps
Bluetooth Connectivity: Bluetooth Low Energy (BLE) v4.2
NFC/RFID: Card reader: 13.56MHz ISO/IEC 14443 (Mifare)

1x Mifare classic 1K TAG enclosed
Grid Current Sensor: 100A max. primary current, 16mm max. cable 

diameter. Supports up to 2x external CTs.
Cable Entry: Supports up to 2x 35mm dia. entries
Supply Cable Size: 
Supply Termination Type: Screw

Electrical

Enclosure Dimensions 
(mm): 350 x 170 x 160

Weight 4KG
Protection Degree: IP65
Enclosure Material: Polycarbonate
Operating Temperature: -25 °C to +40 °C (Out of direct sunlight)
Impact Resistance: IK10
Tamper Detection: Microswitch

EN IEC 61851-1:2019, IEC 62196-2:2016, EN IEC 61851-21:2021, EN300 220-2 
V3.2.1, EN 300 328 V2.2.2, EN 301 489-1 V2.2.3, EN 301 489-3 V2.1.1, EN 301 
489-17 V3.2.4, BS EN 62311:2020, EN IEC 63000:2018

Compliance

Performance

Mounting Location: Indoor or outdoor (Permanent mounting)
Charging Mode: Mode 3 (IEC 61851-1 Compliant Communication 

Protocol)
Charging Current 6A to 32A (Variable)
Dynamic Load Balancing: Optional setting to limit current drawn from the unit 

supply or grid
Connector Type: Type 2 (EN 62196-1, EN 62196-2) tethered cable 

(6.5m)
Metering Accuracy: Load and external CTs designed in accordance with 

Class B (1%) of EN 50470
• Load: 0.25A-5(32)A
• External CTs: 0.25A-5(100)A

LED Illumination: Multicolour LED, changing according to charge 
status






