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                 BUILT TOUGH 
 Earth injection test switch. Cam switch with local GPO (Option of Rapid Test) 

 Schneider Isobar chassis suitable for switched neutral.  
Possible to change any outgoing phase connection to a neutral connection 

 Schneider Acti9 circuit protection c/w with VisiTrip and VisiSafe  

 4P 250A Load break Isolator fitted with IP2X shrouding as standard                    
(Optional 4P MCCB c/w Adjustable Earth leakage protection) 

 2mm 316 Stainless steel, enclosure, door and escutcheon  

 IP65, Sloping Roof  

 Powder coated X15 Orange 

 6mm brass gland plate as standard  

 Cirlock locking system  

 Semi recessed stainless steel pad lockable handle c/w 3 point locking  

 Bottom incoming / Bottom outgoing  

 Pole options – 24, 36, 48, 54 and 72  

 Wall mounting tags 

 Can be pre fitted with all out going circuit protection 
 

Standard Part Numbers (options available refer below)  

 24P – NSE 24 S MS S B X C 

 36P – NSE 36 S MS S B X C 

 48P – NSE 48 S MS S B X C 

 54P – NSE 54 S MS S B X C 

 72P – NSE 72 S MS S B X C 
 

              Options available  

 Rapid Test Earth injection test kit 

 4P MCCB incomer fitted with Adjustable Earth leakage protection  

 Customised solutions to suit your requirements 

 

For further details please contact 
Mark Jansz 

Business Development Manager – Mining 
Phone – 0438128583, Email – mark.jansz@mmem.com.au 
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